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305 



PROVIDING A BASE STATION ADAPTED FOR 
CONNECTION WITH A TELEPHONE LINE; 



PROVIDING A REMOTE UNIT ADAPTED FOR CONNECTION 
WITH AN INTERFACE OF A MODEM; 







PROVIDING WIRELESS COMMUNICATION BETWEEN SAID 
BASE STATION AND SAID REMOTE UNIT; AND 






TESTING WIRELESS TRANSMISSIONS TO AND FROM SAID 
BASE STATION AND SAID REMOTE UNIT; 





345 



COMPARING A RECEIVED SIGNAL STRENGTH FROM THE REMOTE UNIT WITH 
THE WIRELESS TRANSMISSIONS FROM THE BASE STATION IN STEP 335; 



REPEATING STEPS 335 AND 345 FOR A PLURALITY OF CHANNELS HAVING 
DIFFERENT FREQUENCIES, AND SELECTING A CHANNEL HAVING A STRONGEST 
SIGNAL STRENGTH FROM AMONG THE PLURALITY OF TESTED CHANNELS. 
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405 



THE BASE STATION PROVIDED IN STEP 305 INCLUDES PROVIDING A 
CONNECTION FOR SAID BASE STATION TO AN ELECTRICAL OUTLET 
OF AN ELECTRICAL SYSTEM; AND 



415 



PROVIDIING THE BOOSTER STATION WITH A CONNECTION TO 
ANOTHER ELECTRICAL OUTLET OF SAID ELECTRICAL SYSTEM; AND 



PROVIDING MEANS FOR THE BASE STATION AND THE BOOSTER STATION 
TO COMMUNICATE OVER THE ELECTRICAL WIRING SYSTEM. 
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FIG. 4 



505 



TESTING AND SELECTING A FREQUENCY CHANNEL PROVIDING A STRONGEST 
RECEPTION FROM A PLURALITY OF AVAILABLE CHANNELS FOR WIRELESS 
COMMUNICATION BETWEEN THE BOOSTER STATION AND THE REMOTE UNIT. 



COMMUNICATING BY THE BASE STATION AND THE BOOSTER STATION 
ONLY VIA THE ELECTRICAL WIRING SYSTEM WHEN RECEPTION 
OF THE CHANNEL SELECTED IN STEP 505 BETWEEN THE BOOSTER STATION 
AND THE REMOTE UNIT IS STRONGER THAN RECEPTION BETWEEN THE 
BASE STATION AND THE REMOTE UNIT. 
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